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% CONDUIT SPACE 16 1/2 7 DIAMETER BOLT CIRCLE % CONDUIT SPACE —
O
ANCHOR BOLT LAYOUT PLAN BASE PLATE LAYOUT PLAN
GENERAL NOTES
> BOLTS FOR INTERIM SIGNAL ERECTION
1. CONCRETE 4000 P.S.|. @ 28 DAYS MAY BE DELETED AT ENGINEER’S DIRECTION.
2. REBAR GRADE 60
3. ANCHOR BOLTS A—36 FULLY GALVANIZED
4. EXISTING SOIL CONDITIONS TO BE DETERMINED
PRIOR TO FINAL FOUNDATION DESIGN.
5. A 25 COIL OF NO. 4 STRANDED A.W.G. BARE
COPPER CONDUCTOR SHALL BE INSTALLED
BEFORE THE CONCRETE IS POURED.
6. ADDITIONAL 1 1/2 ™ P.V.C. CONDUIT MAY BE
REQUIRED FOR LOOPS, SEE SIGNAL PLAN.
DETAIL NO. APPROVED BY: DETAIL NO.
G.3570-1| CITY OF GOODYEAR Goodyear Standards and TRAFFIC SIGNAL FOUNDATION DETAIL 6-3270-1
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CLASS 'B’ CONC. WITH MEDIUM

BROOM FINISH NUTS & WASHERS
NUTS & WASHERS © T SIDEWALK OR SOIL o 1/2 7 EXPANSION JOINT MATERIAL
£ SAND BACKFILL i EMBECO GROUT 636 OR EQUAL
w 1 &L
I \
. NSRS *\‘ EY @M\% SRS
= S s U R I SR R R O I Y
S ) . T i D—
/ L EMBECO GROUT 636 OR EQUAL g
LEVELING NUTS - || \Q
[T 1" DIA. x 24" x 6" ANCHOR BOLTS (TYP) " LEVELING NUTS
N aJ <2 2" P.V.C. g $J <2
< | Clear (SEE NOTE 6, SHEET 1 of 2) E&w&'ﬂ Clear
\w” DIA. x 36” x 4" ANCHOR BOLTS =
o WITH NUTS & WASHERS (TYP) m
© N 10 — #7 VERTICAL BARS o
N \EQUALLY SPACED /
‘ B L 4 — #4 TIES EQUALLY SPACED
|
oo SEE NOTE 5, SHEET 1 of 2 Lo
END VIEW SECTION SIDE VIEW SECTION
% BOLTS FOR INTERIM SIGNAL ERECTION
MAY BE DELETED AT ENGINEER’S DIRECTION.
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